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SPECIFIKACIJE

QUASARRI3

POZICIONIRANIJE

POVEZIVANIE |I/O

Ploca Mk-803 5pin LEMO external power + RS232
Br. kanala 1,598 Type-C (OTG+Fast Charge+Ethernet)
GPS L1 C/A, L2C, L2P, L5 Radio antenna TNC interface

GLONASS BEIDOU
GALILEO

L1 C/A, L1P, L2C/A, L2P
B1, B2, B3

UHF Radio Modul

X-link 2W
410-470MHz

Qzss E1, E5A, E5B, E6, E5 AltBOC Protokol TrimTalk 450s, TrimMark 3, PCC, EOT,
L-band L1, L2C SOUTH Farlink
Positioning Rate Reserved for upgrade Cellular Optional

1-20Hz WiFi 802.11b/g/n

Hotspot/Data Link

TACNOST Bluetooth Bluetooth 2.1 + EDR and 4.0
Code H: 0.25m * 1ppm (rms) NFC <10cm
Differential V: 0.50m £ 1ppm (rms)
Statika H: 2.5mm + 0.5ppm (rms) INTERFEJS

V: 5mm + 0.5ppm (rms) Dugme 1
Real-time Kinematic H: 8mm £ 1ppm (rms) LED Indicator Bluetooth, Data Link, Satellite, Power

V: 15mm % 1ppm (rms)
Network RTK H: 8mm £ 0.5ppm (rms) NAPAJANIJE

V: 15mm + 0.5ppm (rms) Baterija Internal Li-on Battery

7.4V, 6,800mAh
IMU MERENJA Operativno vreme Rover Mode 15h
Tacnost snimanja Maksimum 60°
pod nagibom 10mm + 0.7mm/°
IZGLED
SKLADISTE PODATAKA Dimenzije 85mm(H), 135mm (W)
Tip i skladiStenje SSD 4GB Tezina 970g

Eksterni USB Pen drive Operativna Temp. -45-75°C

Prenos podataka USB Transfer Zastita IP68

GPS Output Format

Mrezni model

podrzava FTP/HTTP download
CMR+, sCRMx, RTCM 2.x, RTCM

3.x, NMEA 0183, PJK plane
coorddinates, binary code
VRS, FKP, MAC

Ntrip fully supportable

2m pad na tvrdu podlogu
40G 10m:s talas

Kontroler
H6
ROVER BAZA
Prijemnik Prijemnik Android 8.1
Prenosna kutija Prenosna kutija 5" HD ekran
Punjac Punjac 6GB RAM/64GB ROM
Type-C kabl Type-C kabl
Radio antena 30cm Radio antena 30cm Full tastatura
Stap Stap IP67
Merna plocica Merna plocica
Konektor Konektor
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